LED S| SERIES

INDOOR LED SCREEN

LED-SI-7.8125S
LED-SI-10.416S
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LED-SI-8.928S

Using angle adjustment structure, panels could be assembled
into different shape like convex and concave, the angle range is
+20° - -20°

Thickness: 75mm; Weight: 11.5kg/panel
Push, turn and tight, three steps finished within 10 seconds

Customized drawbench aluminum alloy cabinet, efficiently
reduce the weight, panel size is 500mm x1000mm

Adopting spiral locating pin, each panel is removable from
whole screen after turning the locating pin, super convenient in
maintenance

High transparency and excellent aluminum material allow air
flow through, natural cooling. Say goodbye to air-conditioner

With shiftable light barrier, adjust the transparency randomly to
have different lighting effects
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LED S| SERIES

INDOOR LED SCREEN

od LED-SI-6.944S LED-SI-7.8125S LED-SI-8.928S LED-SI-10.416S
Pixel P 6.944 7.8125 8.928 10.416
P De 20,737 16,394 12,545 9,216
d D A g 3in1 3in1 3in1 3in1
= D Typ SMD3528 SMD3528 SMD3528 SMD3528
> od 500 x 250 500x250 500x250 500x250
od Reso P 36x36 32x32 28x28 24x24
Po 0 D 75 75 75 75
. od Constant Constant Constant Constant
Current Drive Current Drive Current Drive Current Drive
orizo gle (Deg 140 140 140 140
g Deg 140 140 140 140
Brig d 1,500 1,800 1,500 1,500
4,096 4,096 4,096 4,096
Refresh R >2000 >2000 >2000 >2000
b Reso P 72 x144 64 x128 56 x112 48 x 96
J b Po 0 ptio 300 300 300 100
c binet Avg Po 0 ptio 120 120 120 40
t b 500 X 1,000 500 X 1,000 500 X 1,000 500 X 1,000
n ab : 12.5 12.5 12.5 12.5
0 b 71 71 71 71
abinet Materia Aluminium
olo 281tn
d P oltag AC 110V~220V +/- 10%
R eque 60
O Protection Leve P43
o g one Indoor
orking . -20°-+40°
Operatio d R 10%-90%
pa 100,000
ging Qua 15

LED-SI-7.8125S
LED-SI-10.416S

LED-SI-8.928S
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