GE 752 RB & US SHUNT-WOUND DRILLING MOTORS

CHARACTERISTICS
AND APPLICATION
LIMITS

800

1000 LE-FT 2000 LE-FT

700

500 ' 800 RPM

G0l RPM

VOLTAGE (VDT
g

3000 LE-FT

&

A

b1

"l NN

>~

4000 LE-FT
T N e
v CONT '-.JI:IL.IS': COMMUTATION LIBIT

30 FIELD AMPS AT 2800 SCFM VENTILATION

4750 LB-FT

o INTERMITTENT COMMUTATION LIMIT

<
- N

T

S

]

MOTE 1+ OVERLOAD: RMS

CURRENT FROM BEGINNING

0OF OVERLDAD TO BEGINNING

OF SUCCEEDING OVERLOAD

WOT TO EXCEED THE CONTINUDUS
CURRENT RATING (GE| GIVEN AT
HIGHEET VOLTAGE USED. DURATION
OF AN DVERLOAD SHOULD NOT
EXCEED TIMES INOICATED.

200 RPM \\ :
T - _==__mHF
100 — 'l
0 MIN. " 100 HP
]
0 LONT 12 MIN. :'.'IM M £ I

0 W0 200 300 400 500 G0 700 BOD 0D 1000 1100

A1H142750

This dravwsmg, witich coatnins proge sy infarmation, |5 The
progerty of Generl Electic Comgany. B skall nol be regroduced
| py mannes e Sesclosad 1o third pames waiboal wirmien
parsisaion of Gisarsl Elaciric Cosspaay

CURRENT (AMPS]

1200 1300 1400 1500 1600 1700 8O0 1900 2000 2100



